Pure Gases

OXVgen Overview:
(0 ) Highly Oxidizing Gas, Compressed at high pressure. Never permit oil and grease to come in contact with Oxygen cylinders, valves, regulators, gauges and
2 fittings.

Purity Specification Min Purity Impurities Hazard Sign

pE s B o ox |
Medical Grade >99.5% <0.5%
Products Specifications Cylinder Information
(comressep Gas)

Standard

Product Details i i - i Identification
Cylinder Cylinder Valve/ Valve Product Purity CAS Number Cylinder

Size Volume Pressure Outlet Number Color Number

(CGA)

Industrial Grade K 40 Ltr. 2,000 PSI 540 DG001G >99.5% 7782-44-7 Green UN 1072
K 40 Ltr. 2,000 PSI 540 DG001G >99.5% 7782-44-7 White UN 1072
M 20 Ltr. 2,000 PSI 540 DG001G >99.5% 7782-44-7 White UN 1072
Medical Grade F 10 Ltr. 2,000 PSI 540 DG001G >99.5% 7782-44-7 White UN 1072 0
E 5 Ltr. 2,000 PSI  540/Pin 870 DG001G >99.5% 7782-44-7 White UN 1072 0 0
D 3 Ltr. 2,000 PSI  540/Pin 870 DG001G >99.5% 7782-44-7 White UN 1072 é

* Certificate of Conformance will be provided upon request.

Cylinder Color

Technical Data & Transporting Information

Colorless, odorless, tasteless gas at normal tem- T135
Appearance
perature and pressure. 1120
Odor None.
Physical State Gas at normal temperature and pressure. 1 :i
Melting Pointat 1 atm  -218.79°C (-361.82°F).
Boiling Point at 1 atm -182.98°C (-297.36°F). 1 56
Flammability Oxidizer.
DOT Name Oxygen, Compressed.
DOT Hazard Class 2.2
DOT Label Nonflammable Gas & Oxidizer. — — — - —
219 16.8 14 11 11
Molecular Formula 0, K M F E
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